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SISALTO

Yleiset

Pistoolilgjeille yhteiset

Pistooli
¥elelq
Pistoolikarbiini
Pienoispistooli

Pienoiskivaadri

Imapistooli
Imapistoolikarbiini
Saantokadnnokset

Pelias

Saa keskeyttad!




YLEISET MUUTOKSET

Koskevat kaikkia saantokirjoja




UUSI OSIO 4.4

« Sovellettavissa ainoastaan kivaarissd

- Kasittelee sahkoisesti tulkattavia tauluja

- Osiot 4.4 — 4.6 siirtyvat pykalalld eteenpdin




A2 - SARJAT

 Super Juniorraja 14 v, Junior raja 18 v (oli 16/21)
- Senior 50 tai yli, Super Senior 60, Grand Senior 70
- Super Senior yhdistetddn Senioriin jos el tarpeeksi vakead

- Samoin Grand Senior Super Senioriin

- Em toimenpiteiden jarjestysta ei ole maaritelty




SAANTOTULKINTA — NAISTEN SARJAT

October 2023 interpretations

A competitor individually registered as “Lady” or “Lady
Senior” is a person who was registered female at birth.

- Naisten sarjaan voi iimoittautua ainoastaan henkilo, joka
on syntyessadn rekisterdity naiseksi.




PISTOOLILAJIT

Pistooli, pienoispistooli, imapistool
Handgun, .22LR Handgun, Action Air Handgun




————

ASEEN VETAMINEN KOTELOSTA EREHDYKSESSA

5.2.2 ... Exception: a competitor, who is under the
supervision of a Range Officer and mistakenly unholsters
his firearm while awaiting the “Load And Make Ready” or
“Make Ready” command will (provided that no other

safety infraction or prohibited activity has been
committed) incur a warning for the first occurrence, but
will be subject to Rule 10.5.1 for subsequent occurrences in
the same match.

- Jos aseen vetdd erehdyksessd kotelosta LAMR:Ia
odottaessaan, tastd ei heti hylatd




PISTOOLI

Handgun




D4A — PRODUCTION OPTICS DIVISION

D4a 15. Only handguns listed as approved in the
Production Division List on the IPSC website and fitted with

ar one optical/electronic sight

- Tasmdalleen yksi optinen tahtdin




KIVAARI

Rifle




SAHKOISESTI TULKATTAVAT TAULUT

- [PSC-taulu
« IPSC-minitaulu

« IPSC-mikrotaulu

« IPSC Universal - taulu .




SAHKOISESTI TULKATTAVAT TAULUT ...

4.1.1 ... and electronic scoring targets (see Rule 4.4.1) ...

- Lisatty sahkdisesti tulkattavat taulut

4.1.1.2...

The following types and sizes of targets must not be
included together in the same target array:

IPSC Electronic Scoring Targets and any other type of
target.

- Sahkdisesti tulkattavia tauluja el saa laittaa samaan
taulurynmadn minkdan muun tfaulutyypin kanssa




SAHKOISESTI TULKATTAVAT TAULUT ...

4.1.2.3 The entire front of electronic scoring targets, with
the exception of the scoring area, must be painted a
single color, preferably black. The scoring area must be of
a different single color, preferably white.

« Suositeltava vari valkoinen — musta tausta




SAHKOISESTI TULKATTAVAT TAULUT ...

4.1.3.1 Electronic scoring targets must not be used as no-
shoots, unless they are installed as no-shoots overlapping
the scoring area of an electronic scoring tfarget by the
original target manufacturer, with the appropriate

adjustment to the target software. The A zone of the
electronic scoring target must not be completely hidden.

- N/S taulu sahkodisesti tulkattavassa taulussa




SAHKOISESTI TULKATTAVAT TAULUT ...

4.1.4.3 Electronic scoring targets must not be used as hard
or soft cover. However, the scoring area may be partially
hidden to simulate the use of hard cover by the originadl
target manufacturer, with the appropriate adjustment 1o

the target software. The A zone of the electronic scoring
target must not be completely hidden.

- LOpdisemattoman esteen simulointi sahkoisesti
tulkattavassa tfaulussa




SAHKOISESTI TULKATTAVAT TAULUT ...

4.4 (4.4.1,4.4.1.1, 4.4.2)

« IPSC-taulu, IPSC-minitaulu, IPSC Universal — faulu, IPSC-
mikrotaulu

- Vain IPSC:n erikseen hyvaksytyiksi listaamat valmistajat ja
mallit

- Ei tarvitse olla tulkkaus- eika rajaviivoja

- Taytyy olla vahintddn 20 cm leved osumat rekisteroiva
reunus osuma-alueen ymparilla




SAHKOISESTI TULKATTAVAT TAULUT ...

9.6.1 ... The scoring of electronic scoring targets can only
be verified by viewing the scoring monitor.

- Sahkdisesti tulkkattavan taulun fulkkaus voidaan
varmistaa ainoastaan katsomalla fulkkausnayitod

B6-Bl1

- Sahkdisesti tulkattavat taulut, kalibrointi ja testaus,
testauksen pyytdminen “*haastaminen”, seurantalomake




SAHKOISESTI TULKATTAVAT TAULUT,
KALIBROINTI JA TESTAUS

- B10 4-6.

4. The Range Master must arrange for each electronic scoring
target to be calibrated prior to The commencement of a
match and each day prior to shoofing commencing on stages
with electronic targets.

5. For calibration, each electronic scoring target must be shot
with a minimum of one round in eqch of the fhree scoring
zones. Each scoring zone must register one hit 1o pass
calibration.

6. For testing during a match, each electronic scorin%rc:rge’r
must be shot with d minimum of one round in any of The
scoring zones, which must register a hit to pass testing.




SAHKOISESTI TULKATTAVAT TAULUT,
KALIBROINTI JA TESTAUS ...

- Kalibroitava paivittdin

- Laukaus jokaiselle osuma-alueelle
« Osumien rekisterdidyttava oikein

- Testaus kesken kilpailun

- Yksi laukaus tauluun
« Osuman rekisterdidyttava




%/']A'\OHI§©ISESTI TULKATTAVAT TAULUT, HAASTE

If, after a course of fire, an electronic scoring target has not
registered any hits or misses, a competitor has two alternatives:

(a) The target has not registered any hits or misses, but the
competitor does not request the target 1o be tested. In this case, no
further action is required and the target will be scored with the
applicable number of misses and the rest of the course of fire will be
scored “as shot”.

(b) The target has not registered any hits or misses and the
competitor requests the farget to be tested. In this case the target
and the surrounding area on which it stands must not be touched or

interfered with by on}gperson. If a Match Official violates this rule,

the competitor must be required to re-shoot the course of fire. If the
competitor or any other person violates this rule, the target will be
scored with the applicable number of misses and the rest of the
course of fire will be scored "“as shot".




%}]AKOHEC')ISESTI TULKATTAVAT TAULUT, HAASTE ...

When a test is requested, the calibration officer may visually inspect the target for
damage that may have prevented proper operation. If no damage is found the
following will apply:

(a) If the target is shot with one round in any of the scoring zones and the hit is
roperly registered by the target, the target is deemed 1o be functional, and will
e scored with the applicable number of misses. The test will then be ,

documented in the Electronic Scoring Target Daily Report, which will be signed by

the calibration officer.

(b) If the target is shot with one round in any of the scoring zones and the hit is not
reqgistered by the target, the target is deemed to have failed, and the competitor
must be ordered to ré-shoot the course of fire, once the target has been rectified
or replaced and then passes the test outlined above.

(c) If a shot fired by the calibration officer misses the Torgge’r altogether, another

shot must be fired until the target is hit with a minimum of one round.




————

SAHKOISESTI TULKATTAVAT TAULUT, HAASTE ...

B10 7-8.
- PAQapiirteissGdn kuten popperin haastaminen
- Jos taulu ei rekisterdl yhtaddn osumaa eikd ohilaukausia,

sen voi haastaaq, ts. pyytdd testattavaksi

- Ammutaan laukaus, jonka pitdd osua tauluun
- Jos osuma rekisterdityy => missit
- Jos osuma ei rekisterdidy => uusinta
- Jos laukaus menee kokonaan ohi taulun, ammutaan uudelleen




DIVISIOONAT
« MAC - divisioona on nyt pysyva

D 11. Only one bipod is permitted per course of fire,
provided that the maximum extended leg length does not

exceed 90 cm (35.5 inches) and it does not raise the
centerline of the barrel more than 20 cm (35.5 Inches)
above the surface on which the bipod stands with both
legs fully extended. Bipods may be removed during a
course of fire and changed between courses of fire.

« TGsmennys




PISTOOLIKARBIINI
PC@

Pistol Caliber Carbine




DIVISIOONAT

- Molemmat divisioonat ovat nyt pysyvia

D 16. Only carbines fitted with & one or more non-
magnifying optical/electronic sight(s) may be used in PCC

Optics Division.
- Optisia thtGimid voi olla useampia
- Yleiskokouksen pdadattdma D 17. puuttuu saannoista

... sSights must be mounted vertically above the
barrel/action of the firearm ...




PIENOISPISTOOL
(NYT PYSYVA LAJI)

22LR Handgun




D3 - STANDARD OPTICS

D3 14. Only handguns fitted with er one
optical/electronic sight may be used in Standard Opftics

Division.

- Tasmdalleen yksi tahtain




PIENOISKIVAARI

Mini Rifle




DIVISIOONAT

D 12. Only one bipod is permitted per course of fire,
provided that the maximum extended leg length does not
exceed 90 cm (35.5 inches) and it does not raise the
centerline of the barrel more than 20 cm (35.5 Inches)
above the surface on which the bipod stands with both
legs fully extended. Bipods may be removed during a
course of fire and changed between courses of fire.

- TAsmennys (sama kuin kivaarissq)




ILMAPISTOOLI

Action Air Handgun




D — PRODUCTION OPTICS DIVISION

D 22. Only Action Air versions of handguns listed as
approved in the Production Division List on the IPSC
website and fitted with er one optical/electronic sight

may be used in this Division. ...

- Tasmdalleen yksi tahtain




ILMAPISTOOLIKARBIINI

Action Air Pistol Caliber COIDINE




DIVISIOONAT

D 11. Only carbines fitted with & one or more non-
magnifying optical/electronic sight(s) may be used in PCC

Optics Division.

- Optisia thtGimid voi olla useampia
- Yleiskokouksen pddattdma D 12. puuttuu saannoista

... sSights must be mounted verfically above the
barrel/action of the firearm ...




SAANTOKAANNOKSET




AIKATAULU

- Jaosto hyvaksynyt
- SAL kilpailuvaliokunnan kasittelyssa

- Sitten julkaisu




PELIAS




PELIAS PAIVITYKSET

« Ei muutoksia sadntoihin liittyen

- Uutta tfoiminnallisuutta
- lImoittautumiset
- Miehityksen suunnittelu




KYSYMYKSIA 2
KOMMENTTEJA ¢

nroifin@gmail.com




